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When the tire is repaired or disassembled, or if the sensor is disassembled or replaced, the rubber 
grommet, grommet, screw nut and valve core must be replaced with Foxwell original parts to ensure 
proper connection. If the sensor is damaged externally, it must be replaced.

 Caution

3. Installing sensor

4. Inflating the tire

Rubber Valve Stem Sensor Installation

(1) Connect the sensor body and the valve stem. 
(Screw on the back screw but do not tighten it for adjusting the angle.)

(3) Use the tire valve stem puller to pull the sensor to the proper position.

(5) Use the tire valve stem puller to pull the sensor to the proper position.

(2) Install the valve stem on the valve hole of the rim and adjust 
the angel between sensor body and the valve stem to fit hub.Then 
tighten the back screw.

Metal Valve Stem Sensor Installation

(1) Connect the sensor body and the valve stem. 
(Screw on the back screw but do not tighten it for adjusting the angle.)

(2) Remove the cap, screw nut, and grommet from the stem one by one.

(4) Install the grommet, screw nut and cap on the stem.

(3) Install the valve stem on the valve hole of the rim and adjust 
the angel between sensor body and the valve stem to fit hub.Then 
tighten the back screw.

Dismantle the valve core with valve core removal tool. Then inflate the 
tire to the nominal value according to the tire data plate the vehicle. 
Install the valve core and screw the valve cap.


